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Issued to:  AFS BORU SANAYI A S 
IVEDIK O S B 1468 CAD ESKI 24 CAD NO 153 

06370 TURKEY  

   

This is to certify that 

representative samples of 

 AIR CONNECTORS 

Air connectors, flexible, Sizes 2 in. (50.8 mm) through 10 in. (254 

mm), designated as “ALUAFS.45 UL” or “ALUAFS.70 UL” or 

“ALUAFS.70 Green UL”. 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 181 STANDARD FOR FACTORY-MADE AIR DUCTS AND 

AIR CONNECTORS 

ULC-S110 Standard Methods of Test for Air Ducts  

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Listing Mark for the US and Canada should be considered as 
being covered by UL's Listing and Follow-Up Service meeting the appropriate requirements for US 
and Canada. 
The UL Listing Mark for the US and Canada generally includes: the UL in a circle symbol with “C” and 

“US” identifiers:  the word “LISTED”; a control number (may be alphanumeric) assigned by UL; 
and the product category name (product identifier) as indicated in the appropriate UL Directory. 
 
Look for the UL Listing Mark on the product. 
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